
ITEM NO. DESCRIPTION QUANTITY UNIT

Automatic Powder Dispensing

Packaging Machine
1 set

A . FEATURES :

1.

2.

B. CONSIST OF : 

1. Automatic Powder Dispensing Packaging Machine (EMR integration) 1 set

- Operating PC (Intel i5 13th gen., MS Window11Pro recommened) 1 set

2. Accessories

1) Wrapping paper 3 roll

2) Maintenance tool pack 1 set

3) Operating manual 1 copy

4) Service Manual (Included circuitary information for trouble-shooting) 1 copy

C. SPECIFICATIONS :

1. Automatic Powder Dispensing Packaging Machine (EMR integration)

1) General

- Weight: about 127 kg

- Dimension: about 760(W) x 600(D) x 950(H) mm

- Power: 220 VAC, 60 Hz, Max. 1.3 kW

2) Input Device: Touchscreen laptop computer or LED touch method

3) Dispensing Modes: Powder, Tablet, Tablet+Powder Mix, Tablet/Powder Cross-Dispensing

4) Dispensing count: Powder 1–93 packets, Tablet 1–744 packets

5) Dispensing Speed: 56, 50, 45, 40, 35, 23 packets/min (6 levels)

6) Bag Size: 90, 80, 76, 70, 60 x 70 mm, 5 types

7) Packet Size: Width (90, 80, 76, 70, 60 mm, 5 levels) x Height 70 mm

8) Pouch: Foldable cellophane, Glassine paper

9) Bag Replacement: Full round heater roller

10) Number of Tablet Hopper: 48

11) Loss Bags: 0~4

12) Dust collector: 3-stage control

13) Printing Method: Thermal method

COMMODITY DESCRIPTION

H.S. NO

This equipment is designed for tertiary hospitals to automatically dispense and package medicinal

powder based on online OCS input from a host computer.

It is equipped with features to enhance patient safety and prevent dispensing errors by verifying and

comparing the medication with the dosage instructions, drug name, patient name, hospital name, 2D

barcode, and administration date specified in the prescription.
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14)

15) Print Mode: Date, Medication Number

16) Print Specifications: Continuous, Repeat

17)

18) Number of Registered Dose Count: Max. 100,000

19) Video Manual

20) Number of Discs: 1 (Single disk)

21) Drop Method: Inner disc drop method

22) Dispensing Method: 360˚ unidirectional method

23) Rotation Speed: 23 revolutions/min

24) Feeder Type: Control Projection (Uniform) Drop

25) Feeder Speed ​​Control: Volume Control Type

26) Splitting Method: Pulse Counting Type

27) Automatic Dispensing Disc Type: 1 (Single-R)

28) Disc Diameter: 426mm

29) Arc Depth: 13mm

30) Arc Width: 70mm

31) Split Width: 30mm

32) Number of Chemical Supply Hoppers: 2 detachable hoppers

33) Number of Chemical Extraction Hoppers: 1 detachable collection hopper

34) Supply Device Open/Closing Control: 5 levels

35) Continuous Packaging: 744 bags (93 packs x 8 times)

36) Bonding Method: Heater roller wide angle type

37) Thermal Ribbon Replacement: Cartridge-type one-touch replacement

38) Registered Bags: Free setting

39) Screw Rubber Hardness: 30°

40) Disc Dust Removal Method: Turbo brush and vacuum suction Cleaning Method

41) Dust Removal Method for Drug Supply Hopper: Vacuum Suction Dust Collection Method

42)

43) Final Hopper Cooling Method: Ventilation Cooling Method

44) Conveyor (Optional): Automatic Cutting and Distribution Sheet Transfer Device

45) Preheating Time: 3 minutes

46) Compatibility with Other Systems: Compatible with Pharmaceutical Audit Systems

47)

D. REMARKS :

Dust Removal Method for Drug Extraction Hopper: Ultrasonic Vibration, Motor Vertical Vibration,

Collection Vacuum Dust Collection Method

Compatibility with Other Systems: Compatible with dispensing audit systems; communication

compatible with other automated equipment

Print Items with EMR integration: Patient Code, Patient Name, Prescription Number, Department

Name, Ward Name, Usage Message, Drug Name, Fixed String, Pictogram Graphics, Various

Barcodes, Shapes, Inspection Drugs

Print Schedule: Free Size, Free Font, Free Print Layout, No Restrictions on Vertical/Horizontal

Printing
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1. Installation

- Supplier or contractor should be responsible for installation of this equipment.

2. Warranty

-

-

-

3. Etc.

-

- The operating system required for operating the equipment should be based on Win11Pro. In case of

lower versions, the supplier must report to the KNUH Information Security Team and should perform

free upgrades of the operating system and operating software according to future equipment updates.

If there is a request from the user department, the supplier provides hospital computer data linkage (1-

year warranty) such as EMR, PACS, and LIS free of charge, and the procedures of data link should be

proceeded with the department of medical information in KYUNGPOOK NATIONAL UNIVERSITY

HOSPITAL.

If a warranty of less than three years is provided for all or part of the equipment, it is separately

described in section B. Consist of.

If contractor and supplier do not supply appropriate service manual, the period of time for warranty is

six years.

Supplier or contractor should be responsible for free of charge after - service whatever there is any

defect or any trouble for three years after being accepted by customer.
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